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This instruction implements Air Force Policy Directive (AFPD) 21-1, Air and Space Maintenance. It
establishes instructions to standardize the arrangement and maintenance of Air Force Technical Order
(AFTO) series 781 Forms/Information Management Tools (IMT) in the aircraft forms binders and aircraft
files in A-10A/OA-10 aircraft. These procedures apply to all personnel assigned to the 442d Maintenance
Group. Supervisors, superintendents, flight chiefs, and aircraft crew chiefs are responsible for ensuring
compliance with this instruction. 

SUMMARY OF REVISIONS

This revision changes this instruction number from 442 FWI 21-4 to 442 FWI 21-117 and all references
of Technical Order (T.O.) 00-20-5 to 00-20-1, Aerospace Equipment Maintenance Inspection, Documen-
tation, Policies, and Procedures. It deletes AFTO IMT 781P, Support General Documentation Record
and AFTO IMT 781B, Communication Security Equipment Record, from inclusion in the aircraft
maintenance folders and files. A bar ( | ) indicates a revisions from the previous edition. 

1.  Responsibilities : The supervisors of each section using AFTO 781 Forms/IMTs will ensure that all
their assigned personnel are thoroughly familiar with the contents of T.O. 00-20-1 and this instruction. 

2.  Procedures : 

2.1.  Dividers to separate 781 series forms will be made of a pliable material. 

2.2.  The arrangement of forms within the binder will be as follows: 

2.2.1.  AFTO IMT 781F, Aerospace Vehicle Flight Report and Maintenance Document, in the
front cover with a pliable stiffener and reverse side of AFTO IMT 781F on the inside front cover. 
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2.2.2.  Air Force Reserve Command (AFRC) IMT 498, Classified Equipment Installed Card, on
front of AFTO IMT 781F. Install the nonapplicable side of card in the inside front cover. 

2.2.3.  AFTO IMT 781M, Status Symbols and Functional System Code, inside rear cover with
a pliable stiffener and reverse side as outside cover. 

2.2.4.  AFTO IMT 781M which serves as a continuation of the AFTO Form 781G, General Mis-
sion Classifications-Mission Symbols, will be inserted in a clear vinyl page holder and placed at
the rear of the binder. 

2.2.5.  Julian date calendar laminated and placed in front of forms binder. 

2.2.6.  AFTO IMT 781, ARMS Aircrew/Mission Flight Data Document (sufficient copies for
assigned missions). 

2.2.7.  AFTO IMT 781H, Aerospace Vehicle Flight Status and Maintenance (sufficient copies). 

2.2.8.  Laminated Ammo and Comm Code, AFTO IMT 781A, Maintenance Discrepancy and
Work Document, (note page) MIS generated. 

2.2.9.  Maintenance Discrepancy and AFTO IMT 781A (sufficient copies) maintenance informa-
tion system (MIS) generated. 

2.2.10.  AFTO IMT 781J , Aircraft and Engine Operating Time, Cycle and Oil Added, is a
MIS generated by Core Automated Maintenance System. For the purpose of tracking hours on oil
the CYCLES column for each engine is changed to HOURS ON OIL. 442 MXG/CC authorizes
the use of CYCLES column for the purpose of tracking HOURS ON OIL. 

2.2.11.  AFTO IMT 781K, Aerospace Vehicle Inspection, Engine Data, Calendar Inspection
and Delayed Discrepancy Document, (one active copy only) MIS generated. 

2.2.12.  442 AMX Maintenance Time Accounting sheet. 

2.2.13.  Job Guide and T.O. 1A-10A-6, Scheduled Inspection and Maintenance Requirement,
In-Process reference sheet. 

2.2.14.  Access Panel Location and Identification Sheets (sheets 1 thru 5). 

2.2.15.  Turbine Engine Monitoring System (TEMS) Umbilical Display Unit (UDU) status codes
reference sheet. 

2.2.16.  OA/A-10A Aircraft tire wear limits reference sheet. 

2.2.17.  Allowable Leakage Reference Sheet for Hydraulic System, Engine and APU. 

2.2.18.  AFTO IMT 278, A-10 Flight Log. Record accelerometer numbers from window 1 into
counter 1 box of AFTO IMT 278. Record accelerometer numbers from window 2 into counter 2
box of AFTO IMT 278. To comply with 1A-10A-6WC-1, Workcards -- Preflt-Postflt Insp Serno
75-0258 and Subsequent, recovery step on card C-006, step 6. If the indication of window 1 and/
or 2 has not changed from previous flight make entry in AF IMT 781A. 

2.2.19.  Air Force (AF) IMT 664, Aircraft Fuels Documentation Log, will be inserted in front of
the AFTO 781 M whenever the aircraft is scheduled to go cross country. 
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2.2.20.  Items identified with an asterisk will be reviewed for currency every 90 days. Date accom-
plished and next due dates will be annotated in the master aircraft forms files located in Quality
Assurance. 

2.2.21.  Aircraft assigned AIR card will be stored in a pouch behind the front cover of the Aircraft
Forms Binder. 

2.3.  Maintenance Forms: 

2.3.1.  The Department of Defense (DD) Form 1896, Jet Fuel Identaplate, will be carried inside
the single point refueling panel. 

2.3.2.  When the AFTO IMTs 781A, H, J, and K are closed out, the supervisor will review for
accuracy and initial the right top margin prior to routing to the documentation section for filing. 

2.3.3.  Designated maintenance officers or maintenance supervisors will review the AFTO 781
series IMTs prior to the first flight of the day and sign the exceptional release. 

3.  Adopted or Prescribed Forms/IMTs.  

3.1.  Adopted IMTs/Forms. AF IMT 664, Aircraft Fuels Documentation Log; AFTO IMT 278, A-10
Flight Log; AFTO IMT 781, ARMS Aircrew/Mission Flight Data Document; AFTO IMT 781A,
Maintenance Discrepancy and Work Document; AFTO IMT 781B, Communication Security
Equipment Record; AFTO IMT 781F, Aerospace Vehicle Flight Report and Maintenance Docu-
ment; AFTO Form 781G, General Mission Classifications-Mission Symbols; AFTO IMT 781H,
Aerospace Vehicle Flight Status and Maintenance; AFTO IMT 781J, Aircraft and Engine Oper-
ating Time, Cycle and Oil Added; AFTO IMT 781K, Aerospace Vehicle Inspection, Engine Data,
Calendar Inspection and Delayed Discrepancy Document; AFTO IMT 781M, Status Symbols
and Functional System Code; AFTO IMT 781P, Support General Documentation Record; AFRC
IMT 498, Classified Equipment Installed Card; DD Form 1896, Jet Fuel Identaplate. 

3.2.  Prescribed IMTs/Forms. No IMTs/Forms are prescribed by this instruction. 

PATRICK A. CORD,  Colonel, USAFR 
Commander
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